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FIG. 1A 

(Prior Art) 




FIG. IB 

(Prior Art) 
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FIG, 2A 
(Prior Art) 




FIG, 2B 

(Prior Art) 
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Carpet waste shredded. 






Fragments melted and polymers fused 
then pelletized. 






Agglomeration of Molten Shredded Carpet. 






Pellets ground into powder (200 mesh 
or finer). 






Polyol and carpet powder slumed together 
in extrudomix. 







Polyol-carpet powder sluny, filled polyol 
compound, isocyanate, catalyst and optionally 
other additive and mixed together, coated onto 
carpet (precoat) then heat cured. A frothed 
polyurethane cushion is applied in a similar 
manner. 







The lateral edges are c 
the finish! 


)ptionally trimmed from 
5d carpet. 



FIG. 3 
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Carpet scrap shredded into approximately 

1" fragments. | 








Fragments melted and polymers fused then 

pelletized. | 








Pellets ground into powder (200 mesh or finer) 








Emulsion of virgin carpet backing formulation or 

water and ground carpet powder are mixed 
together (coated as precoat onto substrate and 
then heat cured) to fomi a unitary carpet backing. 








The lateral edges are trimmed from the finished carpet. 
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FIG. 5 
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FIG, 6 



8/8 




